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Health, Safety and Environment - information is provided for products in the relevant Safety Data Sheet. This provides guidance on potential hazards, precautions and first-aid 
measures, together with environmental effects and disposal of used products. 
 
While the information and figures given here are typical of current production and conform to specification, minor variations may occur. No warranty expressed or implied is given 
concerning the accuracy of the information or the suitability of the products 

 

 

 

 

 

 
 

 

 

 

 

TITAN GT1 FLEX C2 SAE 0W-30 
Premium Performance engine oil for modern cars and vans. Especially developed for 
BMW and Mercedes-Benz vehicles with exhaust gas aftertreatment and turbochargers, 
incl. hybrid vehicles. Excellent Cold-Start properties, low oil consumption and reduced 
emissions. 
 
 
Description 
 

TITAN GT1 FLEX C2 SAE 0W-30 is a premium perfor-

mance engine oil, specially developed for BMW and 

Mercedes-Benz vehicles. TITAN GT1 FLEX C2 SAE 

0W-30 offers very good cold start properties, low oil 

consumption and improved ageing stability. Diesel and 

gasoline engines with turbochargers and exhaust gas 

aftertreatment systems are sustainably protected with 

TITAN GT1 FLEX C2 SAE 0W-30. 

 

Application 
 

As an engine oil with low ash content TITAN GT1 FLEX 

C2 SAE 0W-30 meets the requirements of engine oils 

for vehicles with modern exhaust aftertreatment  

systems such as particulate filters and catalytic  

converters. The product can therefore not only be used 

in relevant gasoline and diesel vehicles from BMW and 

Mercedes-Benz, but also offers the possibility of use in 

FORD engines and other vehicles due to its wide range 

of possible applications. 

 

TITAN GT1 FLEX C2 SAE 0W-30 is miscible and com-

patible with conventional branded engine-oils. How-

ever, mixing with other engine oils should be avoided 

in order to fully utilize the products benefits. Respec-

tively a complete oil change is recommended when 

converting to TITAN GT1 FLEX C2 SAE 0W-30. For in-

formation on product safety and proper disposal please 

refer to the latest Material Safety Data Sheet. 

  
 
Advantages/Benefits 
 

• Officially approved according to BMW LONGLIFE-
12 FE und MB 229.61. 

• Ideally suited for stock rationalization 

• Excellent cold start behavior 

• Very good aging stability 

• Suitable for corresponding gasoline and diesel  
vehicles with exhaust aftertreatment systems and 
turbochargers. 

• Reduced oil and fuel consumption, therefore re-
duced emissions of pollutants and CO2. 

• Can be used in selected hybrid models depending 
on manufacturer specifications. 
 

Specifications 
 

• ACEA C2 

• ACEA A5/B5 

• API SP 

• API SP RC 

• ILSAC GF-6A 

• FORD WSS-M2C950-A 

 

Approvals 
 

• BMW LONGLIFE-12 FE 

• MB-APPROVAL 227.61 

• MB-APPROVAL 229.61 

 

FUCHS Recommendations   
 

• FIAT 9.55535-GS1 

• JAGUAR LAND ROVER STJLR.03.5007 
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TYPICAL CHARACTERISTICS 

Density at 15 °C DIN 51757  0.844 g/ml 

SAE grade SAE J300   0W-30 

Kinematic Viscosity at 40°C DIN 51562-1  49.0 mm²/s 

Kinematic Viscosity at 100°C DIN 51562-1  9.90 mm²/s 

Viscosity Index DIN ISO 2909  194 

HTHS ASTM D 4683  ≥2.9 mPas 

Pour point DIN ISO 3016  -48 °C 

Sulphated ash DIN 51575           ≤ 0.80 %m/m 

Product dyeing -  none 
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