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Health, Safety and Environment - information is provided for products in the relevant Safety Data Sheet. This provides guidance on potential hazards, precautions and first-aid 
measures, together with environmental effects and disposal of used products. 
 
While the information and figures given here are typical of current production and conform to specification, minor variations may occur. No warranty expressed or implied is given 
concerning the accuracy of the information or the suitability of the products 

 

 

 

 

 

 
 

 

 

 

 

 

TITAN GT1 FLEX FR SAE 5W-30 
Premium Performance, extreme fuel-economy engine oil for modern passenger cars and light commer-
cial vehicles with or without extended service intervals. Specially developed for PSA and RENAULT ve-
hicles with exhaust after treatment and turbocharger. Optimum cold starting, lower oil consumption and 
minimized exhaust emissions. Additionally applicable in hybrid vehicles of different manufacturers. 

Description 
 

TITAN GT1 FLEX FR SAE 5W-30 is a Premium Per-

formance engine oil specially developed for RE-

NAULT and PSA vehicles. TITAN GT1 FLEX FR SAE 

5W-30 offers optimum cold starting, lower oil con-

sumption and improved ageing stability. In the long 

run, the turbocharger will be kept clean by TITAN 

FLEX FR SAE 5W-30 for maintaining optimized boost 

pressure. Particulate filters, CRT and oxidation cata-

lysators are highly preserved by TITAN GT1 FLEX FR 

SAE 5W-30. 

 

Application 
 

TITAN GT1 FLEX FR SAE 5W-30 complies the require-

ments of engine oils for vehicles with exhaust after-

treatments. This product can be used for all RENAULT 

gasoline vehicles (except RS and ALPINE), Euro 6 die-

sel vehicles from mid-2018, as well as older diesel ve-

hicles without a particulate filter.  

 

TITAN GT1 FLEX FR SAE 5W-30 is miscible and com-
patible with conventional branded engine oils. In order 
to take full advantage of the benefits offered by TITAN 
GT1 FLEX FR SAE 5W-30, mixing with other products 
should be avoided and a complete changeover to TI-
TAN GT1 FLEX FR SAE 5W-30 is recommended. For 
information on product safety and proper disposal 
please refer to the latest Material Safety Data Sheet. 

  

 

 

Advantages/Benefits 
 

• Especially developed for engines of the RENAULT 

and PSA group  

• Suitable for all RENAULT gasoline vehicles (except 

RS and ALPINE), Euro 6 diesel vehicles from mid-

2018 (with DPF) and diesel vehicles without particu-

late filter 

• Low oil consumption 

• Reduces residues in engines and turbochargers 

• Low oil consumption resulted by very low evaporation 

loss 

• Suitable for selected hybrid vehicles depending on 

OEM requirements 

 

Specifications 
 

• ACEA C3, C2 

• API SP 

 

Approvals 
 

• MB-APPROVAL 226.52 

• MB-APPROVAL 229.51 

• MB-APPROVAL 229.52 

• PSA B71 2290 

• RENAULT RN17 

 

FUCHS Recommendations 
 

• FIAT 9.55535-S1 

• RENAULT RN0700/0710 

• MB 229.31 
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TYPICAL CHARACTERISTICS   

Density at 15 °C DIN 51757  0,849 g/ml 

SAE-class SAE J300   5W-30 

Kinematic Viscosity at 40°C DIN 51562-1  70,9 mm²/s 

Kinematic Viscosity at 100°C DIN 51562-1  12,0 mm²/s 

Viskositätsindex  DIN ISO 2909  167 

HTHS 150°C ASTM D 4683  ≥ 3,6 mPas 

Pourpoint DIN ISO 3016  -39 °C 

Sulphated Ash DIN 51575  ≤ 0,75 % m/m 

Product dyeing -  none 
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